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Group 8
Escape Hardware Introduction

UNION offer a comprehensive range of exit hardware with designs and features which are ideal for specification, commercial
and industrial use. The range include variants for outward opening single or double doors and a choice of outside access
devices.

All UNION exit hardware is suitable for left or right handed doors (opening outward only)

Mechanism for operating an exit device from the outside

A device found on exit hardware. If an exit door permits unrestricted traffic flow, a dogging device is a means of holding back
the latch bolts when required.

Two standards demonstrate compliance with European safety legislation:

General Features and Terminology

European Standards

Universal Handing

Outside Access Device

Dogging

Panic Exit Devices to BS EN 1125

For doors in buildings accessed by the public, where
panic situations are foreseen and occupants have no
prior knowledge of the device. Panic devices operated
by a horizontal bar should be fitted.

Panic Latch
Single point locking for
single doors

Panic Bolt
2/3 point locking for
single doors or a pair of
non-rebated doors

Double Rebated Panic Set
Three point locking for
double rebated doors

Emergency Exit Devices to BS EN 179

For use in emergency situations where trained
personnel are familiar with the emergency exit and its
hardware and therefore a panic situation is unlikely to
develop. Emergency devices operated by a lever
handle or push pad may be used.

Emergency Push Pad Bolt
Two point bolt device for
single doors

Emergency Push Pad
Latch
Single point latch device
for single doors

Escape Mortice Locks
Emergency escape device
for single doors
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Exit Hardware
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The new range offers a lighter, smoother and quieter
alternative to the traditional bolting action. For single
doors there is a choice of either a single point latch
variant, or 2/3 point locking using upper and lower
Pullman latches. For double doors, a choice of 3 and 4
point locking is available.

Guaranteed for 10 years, the UNION 880 Series is CE
marked to BS EN 1125* and fire tested to BS EN 1634
on both timber and metal doors. All exit devices are
supplied complete with appropriate signage as
required by BS EN 1125, annex A.19, coloured green
and white as detailed in BS 5499.

UNION Architectural Hardware introduces an
innovative and contemporary range of exit
hardware, exclusively designed to suit higher
specification new build and replacement markets.

The UNION 880 Series combines quality
engineering and high performance with
contemporary aesthetics. The range boasts
maximum versatility, comprising of both !touch
bar" and !push bar" variants for single and double
doors.
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Group 8
Escape Hardware Panic Latches Subject to exchange rate fluctuations.

Prices exclude VAT and are for registered
vendors only.
Full specification  available on request or online.

803DMG

Panic Latch

Finish:Grey Painted

J-881-SIL

Panic Latch - single point
central latch
Door 900mm max

803DMG J-88-SIL

J-881-W-SIL

Panic Latch - single point
central latch
Door 1200mm max

J-881-W-SIL

J-881T-SIL

Touch Bar
Panic Latch - single point
central latch

Door 900mm max

complete with
dogging device

J-881T-SIL

J-881T-W-SIL

Touch Bar
Panic Latch - single point
central latch

Door 1200mm max

complete with
dogging device

J-881T-W-SIL
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Group 8
Escape Hardware Single Panic Bolts Subject to exchange rate fluctuations.

Prices exclude VAT and are for registered
vendors only.
Full specification  available on request or online.

801DMG

Single Panic Bolt
(To suit doors up to
2440mm high)

Finish:Grey Painted

J-882-SIL

Panic Device - 2 or 3 point
for single doors
2 no. vertical rods with
pullman latches +
1 no. central latch
Door 900mm max

801DMG J-882-SIL

J-882-W-SIL

Panic Device - 2 or 3 point
for single doors
2 no. vertical rods with
pullman latches +
1 no. central latch
Door 1200mm max

J-882-W-SIL

Touch Bar
Panic Device - 2 or 3 point
for single doors
2 no. vertical rods with
pullman latches +
1 no. central latch
complete with dogging
device
Door 900mm max

J-882T-SIL

Touch Bar
Panic Device - 2 or 3 point
for single doors
2 no. vertical rods with
pullman latches +
1 no. central latch

Door 1200mm max

complete with dogging
device

J-882T-W-SIL

J-882T-W-SILJ-882T-SIL
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Group 8
Escape Hardware Double Panic Bolts Subject to exchange rate fluctuations.

Prices exclude VAT and are for registered
vendors only.
Full specification  available on request or online.

802DMG

Double Panic Bolt
(To suit doors up to
2440mm high)

Finish:Grey Painted

J-883-SIL

Double rebated door set* -
3 point
1 no. single point panic
latch (inc. strike) +
1 no. 2 point panic device
Door 900mm max

802DMG J-883-SIL

J-883-W-SIL

Double rebated door set* -
3 point
1 no. single point panic
latch (inc. strike) +
1 no. 2 point panic device
Door 1200mm max

J-883-W-SIL

J-883T-SIL

Touch Bar

Double rebated door set* -
3 point
1 no. single point panic
latch (inc. strike) +
1 no. 2 point panic device
Door 900mm max

Complete with dogging
device

J-883T-SIL

J-883T-W-SIL

Touch Bar

Double rebated door set* -
3 point
1 no. single point panic
latch (inc. strike) +
1 no. 2 point panic device
Door 1200mm max

Complete with dogging
device

J-883T-W-SIL
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Group 8
Escape Hardware Push Pad, Audible

Panic Bars, Outside
Access Devices &
Accessories

Subject to exchange rate fluctuations.
Prices exclude VAT and are for registered
vendors only.
Full specification  available on request or online.

TP91008NW

One Point Push Pad

8420RED

This Pullman latch panic bar
manufactured by Arrow
Lock USA gives an ear
piercing audible alarm when
depressed. A round key
cylinder (not included in the
price) allows the unit to be
reset after activation, also
allows access for
maintenance purposes etc.
RED push bar is standard.

Outside Access Device for
801,802 & 803 Panic Locks -
Knob Activated by Key

8040 MMPP2T5PL

Outside Access Device
Knob Activated by Key
(For TP9108NV, 1910908,
1930908 & 1940908)

TP91008NW 8420RED

8040AS
8040ASKA
8040ASMKD
8040ASGMK MMPP2T5PL

MMPP4T5PL

Outside Access Device -
Fixed Knob - Panic Device
Activated by Key
(For TP9108NV, 1910908,
1930908 & 1940908)

MMPP4T5PL

Outside Access Device
# Compatible with all J881,
J882 & J883 variants
# Zinc alloy case and lever
# Use with UNION 2X20* 5-
pin euro profile cylinder
(may be master keyed)
# Captive key function (site
selectable)
# Silver standard finish

J-885-SIL

J-885-SIL ACCESSORIES:

Extension vertical rod for
doors  up to 3500mm high
(For J882 and J883 variants)

BARFCMN35N
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Extension vertical rod for
doors  up to 3020mm high
(For 801 and 802 variants)

X-PED-XLROD-DMG

Extension horizontal push
bar for doors  up to
1000mm wide
(For 801, 802 and 803
variants)

X-PED-XLBAR-DMG


